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 To delete reservations
The individual reservation

Press 1.  .
The day of the week and the reservation number will be displayed.• 

Press 2.  to select the day of the week and the 
reservation number to be deleted.
Press 3.  .

“ •  ” and “  ” or “  ” blink.

Press 4.  and select “ blank ”.

Pressing •  changes ON/OFF TIMER mode.

Pressing  alternates the following items appearing on the LCD in rotational sequence.
The reservation will be no setting with selecting “blank”.• 

ON TIMER OFF TIMER blank

Press 5.  .
The selected reservation will be deleted.• 

Press 6.  .
If there are still other reservations, WEEKLY TIMER operation will be activated.• 

The reservations for each day of the week
This function can be used for deleting reservations for each day of the week.• 
It can be used while conf irming or setting reservations.• 

Press 1.  to select the day of the week to be 
deleted.

Hold 2.  for 5 seconds.
The reservation of the selected day of the week will be deleted.• 

All reservations

Hold  for 5 seconds while normal display.
Be sure to direct the remote controller toward the indoor unit and check for a receiving tone.• 
This operation is not effective while WEEKLY TIMER is being set.• 
All reservations will be deleted.• 
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Note for Multi System
Multi system has one outdoor unit connected to multiple indoor units.

Selecting the operation mode 

With the priority room setting present but 
inactive or not present.

When more than one indoor unit is operating, priority is given to
the fi rst unit that was turned on.
In this case, set the units that are turned on later to the same
operation mode as the fi rst unit.
Otherwise, they will enter the standby state, and the multi-monitor
lamp will fl ash: this does not indicate malfunction.

NOTE
Notes on operation mode for multi system 

COOL, DRY and FAN operation may be used at the same time.• 
AUTO operation automatically selects COOL operation or HEAT operation based on the room temperature.• 
Therefore, AUTO operation is available when selecting the same operation mode as that of the room with the fi rst unit to be turned on.

 CAUTION
Normally, the operation mode in the room where the unit is fi rst run is given priority, but the following situations are exceptions, so please keep • 
this in mind.
If the operation mode of the fi rst room is FAN operation, then using HEAT operation in any room after this will give priority to HEAT operation. In 
this situation, the air conditioner running in FAN operation will go on standby, and the multi-monitor lamp will fl ash.

With the priority room setting active.

Refer to priority room setting on the next page.

NIGHT QUIET mode (Available only for COOL operation) 
NIGHT QUIET mode requires initial programming during installation. Please consult your retailer or dealer for assistance.
NIGHT QUIET mode reduces the operation noise of the outdoor unit during the nighttime hours to prevent annoyance to 
neighbors.

The NIGHT QUIET mode is activated when the temperature drops 5°C or more below the highest temperature recorded that day. • 
Therefore, when the temperature difference is less than 5°C, this function will not be activated.
NIGHT QUIET mode reduces slightly the cooling effi ciency of the unit.• 

OUTDOOR UNIT QUIET operation 
Refer to OUTDOOR UNIT QUIET operation.  Page 19

With the priority room setting present but inactive or not present.

When using the OUTDOOR UNIT QUIET operation feature with the multi system, set all indoor units to OUTDOOR UNIT
QUIET operation using their remote controllers.
When clearing OUTDOOR UNIT QUIET operation, clear one of the operating indoor units using their remote controller.
However OUTDOOR UNIT QUIET operation display remains on the remote controller for other rooms.
We recommend you release all rooms using their remote controllers.

With the priority room setting active.

Refer to priority room setting on the next page.

A room B room 

C room D room 

Outdoor unit 
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COOL/HEAT mode lock 
The COOL/HEAT mode lock requires initial programming during installation. Please consult your authorized dealer for
assistance. The COOL/HEAT mode lock sets the unit forcibly to either COOL or HEAT operation. This function is convenient 
when you wish to set all indoor units connected to the multi system to the same operation mode.

NOTE
The COOL/HEAT mode lock cannot be activated together with the priority room setting.• 

Priority room setting 
The priority room setting requires initial programming during installation. Please consult your authorized dealer for assistance.
The room designated as the priority room takes priority in the following situations.

Operation mode priority

As the operation mode of the priority room takes precedence, the user can select a different operation mode from other • 
rooms.

[Example]
Room A is the priority room in the examples.• 
When COOL operation is selected in room A while operating the following modes in room B, C and D :

Operation mode in room B, C and D Status of room B, C and D when the unit in room A is in COOL operation
COOL or DRY or FAN Current operation mode maintained

HEAT The unit enters standby mode. Operation resumes when the room A unit stops operating.

AUTO
If the unit is set to COOL operation, it continues. If the unit is set to HEAT operation, it enters 
standby mode. Operation resumes when the room A unit stops operating.

Priority when POWERFUL operation is used

[Example]
Room A is the priority room in the examples.• 
The indoor units in rooms A, B, C and D are all operating. If the unit in room A enters POWERFUL operation, operation 
capacity will be concentrated in room A. In such a case, the cooling (heating) effi ciency of the units in room B, C and D 
may be slightly reduced.

Priority when using OUTDOOR UNIT QUIET operation

[Example]
Room A is the priority room in the examples.• 
Just by setting the unit in room A to QUIET operation, the air conditioner starts OUTDOOR UNIT QUIET operation.
You don’t have to set all the operated indoor units to QUIET operation.
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Care and Cleaning
Quick reference 

How to open / close the front panel

Hold the front panel by the panel tabs on the both sides and open it.• 
Press the front panel at both sides to close it.• 

Cleaning parts

Notes on cleaning

 For cleaning, do not use the materials as follows.
Hot water above 40°C.• 
Benzine, gasoline, thinner, other volatile oils.• 
Polishing compound.• 
Scrubbing brushes, other hard stuff.• 

 CAUTION
Before cleaning, be sure to stop the operation and turn the breaker off.• 
Do not touch the metal parts of the indoor unit. If you touch those parts, this may cause an injury.• 

Air fi lter
Vacuum dust or wash fi lter.• 

Once every 2 weeks
 Refer to  Page 32

Titanium apatite photocatalytic air-purifying fi lter
Vacuum dust or replace the fi lter.• 

[Cleaning] [Replacement]
Once every 6 months Once every 3 years
 Refer to  Page 33  Refer to  Page 33

Front panel
Wipe it with dry soft cloth.• 

If bothered by dirt
 Refer to  Page 34

Indoor unit,
outdoor unit and
remote controller

Wipe them with soft cloth.• 

If bothered by dirt
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 CAUTION
Do not touch the aluminum fi ns by bare hand at the time of dismounting or mounting the fi lter.• 

Pull out the air fi lters.1. 
Open the front panel.• 
Secure the front panel with the panel support • 
plate.
Push a little upwards the fi lter tab at the center of • 
each air fi lter, then pull it down.

3) Pull down 

2) Push 

1) Pull 

Panel support plate 

Wash the air fi lters with 2. 
water or clean them with 
vacuum cleaner.

It is recommended to clean the air fi lters every • 
2 weeks.

If the dust does not come off easily
Wash the air fi lters with neutral detergent thinned with • 
lukewarm water, then dry them up in the shade.
Be sure to remove the titanium apatite photocatalytic • 
air-purifying fi lter. Refer to titanium apatite photocatalytic 
air-purifying fi lter on the next page.

Set the fi lters as they were 3. 
and close the front panel.

Press the front panel at both sides, and then pull • 
down to close the front panel.

Air fi lter 
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Care and Cleaning

Take off the titanium 1. 
apatite photocatalytic air-
purifying fi lter.

Open the front panel and pull out the air fi lters.• 
Hold the recessed parts of the frame and unhook • 
the 4 claws.

Claw Claw 

Clean or replace the titanium 2. 
apatite photocatalytic air-
purifying fi lter.

[Maintenance]
Vacuum dusts, and soak in 2-1 
lukewarm water or water for about 
10 to 15 minutes if dirt is heavy.

Do not remove the fi lter from frame when • 
washing with water.

After washing, shake off remaining 2-2 
water and dry in the shade.

Since the material is made out of polyester, do • 
not wring out the fi lter when removing water from 
it.

[Replacement]
Remove the tabs on the fi lter 
frame and replace with a new 
fi lter.

Do not throw away the fi lter frame. Reuse the • 
fi lter frame when replacing the titanium apatite 
photocatalytic air-purifying fi lter.
Dispose of the old fi lter as non-fl ammable waste.• 

Set the fi lters as they were 3. 
and close the front panel.

Press the front panel at both sides, and then pull • 
down to close the front panel.

NOTE
Operation with dirty fi lters:• 

cannot deodorize the air, –
cannot clean the air, –
results in poor heating or cooling, –
may cause odour. –

Dispose of old fi lters as non-fl ammable waste. • 
To order titanium apatite photocatalytic air-purifying • 
fi lter contact to the service shop there you bought the 
air conditioner.

Item Titanium apatite photocatalytic 
air-purifying fi lter (without frame) 1 set

Part No. KAF970A46

Titanium apatite photocatalytic air-purifying fi lter 

01_EN_3P255639-1.indd   3301_EN_3P255639-1.indd   33 11/27/2009   5:36:23 PM11/27/2009   5:36:23 PM



En
gl

is
h

34

 CAUTION
When removing or attaching the front panel, use a robust and stable stool and watch your steps carefully.• 
When removing or attaching the front panel, support the panel securely with hand to prevent it from falling.• 
After cleaning, make sure that the front panel is securely fi xed.• 

Remove the front panel.1. 
Open the front panel.• 
Open the front panel at least 90 degrees.• 
Release the front panel locks on each side, and • 
disconnect the front panel shaft.

Front panel shaft 

3) Slide 

Front panel locks 

Open at least 90 degrees. 

4) Pull  

3) Slide  

2) Slide  

4) Pull  

1) Pull  

Disconnect the front panel shaft on the other • 
side in the same manner.

Clean the front panel.2. 
Wipe it with a soft cloth soaked in water.• 
Only neutral detergent may be used.• 

Attach the front panel.3. 
Align the front panel shaft on the left and right of • 
the front panel with the slots, then push them all 
the way in.

Front panel shaft 

Slot 

Front panel locks 

1) Slide  2) Push 

Close the front panel slowly.• 

Removing the front panel 
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 Check the units
Check that the base, stand and other fi ttings of the outdoor unit are not decayed or corroded. 
Check that nothing blocks the air inlets and the outlets of the indoor unit and the outdoor unit. 
Check that the drain comes smoothly out of the drain hose during COOL or DRY operation. 

If no drain water is seen, water may be leaking from the indoor unit. Stop operation and consult the service shop if this is the • 
case.

Before a long idle period 

Operate the FAN only for several hours on a fi ne day to dry 1. 
out the inside.

Press •  and select “  ” operation.

Press •  and start operation.

After operation stops, turn off the breaker for the room air 2. 
conditioner.

Clean the air fi lters and set them again.3. 
Take out batteries from the remote controller.4. 

When a multi outdoor unit is connected, make sure the HEAT operation is not used at the other room before you use • 
the FAN operation.  Page 29  

We recommend periodical maintenance 
In certain operating conditions, the inside of the air conditioner may get foul after several seasons of use, resulting in poor • 
performance. It is recommended to have periodical maintenance by a specialist aside from regular cleaning by the user. 
For specialist maintenance, contact the service shop where you bought the air conditioner.• 
The maintenance cost must be born by the user.• 

Important information regarding the refrigerant used 
This product contains fl uorinated greenhouse gases covered by the Kyoto Protocol.• 
Refrigerant type:R410A
GWP(1) value:1975
(1) GWP = global warming potential
Periodical inspections for refrigerant leaks may be required depending on European or local legislation. Please contact your • 
local dealer for more information.

Care and Cleaning
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Troubleshooting

These cases are not troubles. 
The following cases are not air conditioner troubles but have some reasons. You may just continue using it.• 

Indoor unit

Outdoor unit

The HEAT operation stops suddenly 
 and a fl owing sound is heard.

  The system is taking away the frost on the outdoor • 
unit. You should wait for about 4 to 12 minutes.

Operation does not start soon.

  When “ON/OFF” button was pressed soon  
after operation was stopped. 
  When the mode was reselected. 
  This is to protect the air conditioner.• 
You should wait for about 3 minutes.

The fl aps does not start swing 
 immediately.

  The air conditioner is adjusting the fl aps position. • 
The fl aps will start moving soon. A sound is heard.

  A sound like a fl ow of water 
  This sound is generated because the refrigerant in • 
the air conditioner is fl owing.
  This is a pumping sound of the water in the air • 
conditioner and heard when the water is pumped out 
from the air conditioner in cooling or drying 
operation.
  The refrigerant fl ows in the air conditioner even if the • 
air conditioner is not working when the indoor units 
in other rooms are in operation.

  Blowing sound 
  This sound is generated when the fl ow of the • 
refrigerant in the air conditioner is switched over.

  Pinging sound 
  This sound is generated when the size of the air • 
conditioner slightly expands or shrinks as a result of 
temperature changes.

The outdoor unit emits water or steam.

 In HEAT operation  
  The frost on the outdoor unit melts into water or steam when the air conditioner is • 
in defrost operation.
 In COOL or DRY operation  
  Moisture in the air condenses into water on the cool surface of outdoor unit piping • 
and drips.

The air conditioner stops generating 
airfl ow during operation.

  Once the set temperature is reached, the airfl ow • 
rate is reduced and operation stopped in order to 
avoid generating cool airfl ow (during heating) or in 
order to keep the humidity from rising (during 
cooling). Operation will resume automatically when 
the indoor temperature rises or falls. 
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Troubleshooting
Troubleshooting measures are classifi ed into the following two types on a remedial basis.• 
Take an appropriate measure according to the symptom.

Not trouble
These cases are not troubles.• 

Check
Please check again before calling a • 
repair person.

The air conditioner does not operate. 
 (Multi-monitor lamp is off.)

  Hasn’t a breaker turned off or a fuse blown? • 
  Isn’t it a power failure? • 
  Are batteries set in the remote controller? • 
  Is the timer setting correct?• 

 

Cooling (Heating) effect is poor.

  Are the air fi lters clean?• 
  Is there anything to block the air inlet or the outlet of • 
the indoor and the outdoor units?
  Is the temperature setting appropriate?• 
  Are the windows and doors closed?• 
  Are the airfl ow rate and the airfl ow direction set • 
appropriately?

 

An abnormal functioning happens 
 during operation.

  The air conditioner may malfunction with lightning or • 
radio waves. Turn the breaker off, turn it on again and 
try operating the air conditioner with the remote 
controller. 

 

Operation stopped suddenly. 
 (Multi-monitor lamp fl ashes.)

  Are the air fi lters clean? • 
  Is there anything to block the air inlet or the outlet of • 
the indoor and the outdoor units? 
  Clean the air fi lters or take all obstacles away and turn • 
the breaker off. Then turn it on again and try operating 
the air conditioner with the remote controller. If the 
lamp still fl ashes, call the service shop where you 
bought the air conditioner. 
  Are operation modes all the same for indoor units • 
connected to outdoor units in the multi system? 
If not, set all indoor units to the same operation mode 
and confi rm that the lamps fl ash.
Moreover, when the operation mode is in AUTO, set all 
indoor unit operation modes to COOL or HEAT for a 
moment and check again that the lamps are normal. If 
the lamps stop fl ashing after the above steps, there is 
no malfunction.  Page 29

 

Front panel does not open.
(Multi-monitor lamp fl ashes.)

Is there something caught in the front panel?• 
Remove the object and attempt operation again using 
the remote controller.
If the front panel still does not open and the multi-
monitor lamp is still fl ashing, consult the service shop 
where you bought the air conditioner.

 

Front panel does not close 
completely.

  Are the front panel locks setting appropriately? • 
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Hot air does not fl ow out soon after 
 the start of HEAT operation.

  The air conditioner is warming up. You should wait for • 
1 to 4 minutes. (The system is designed to start 
discharging air only after it has reached a certain 
temperature.)

 

The ON/OFF TIMER does not 
 operate according to the settings.

  Check if the ON/OFF TIMER and the WEEKLY TIMER • 
are set to the same time.  
Change or deactivate the settings in the WEEKLY 
TIMER.  Page 23

 

Operation stopped suddenly. 
 (Multi-monitor lamp is on.)

  For system protection, the air conditioner may stop • 
operating on a sudden large voltage fl uctuation. It 
automatically resumes operation in about 3 minutes.

 

Remote controller does not work 
 properly.

 No remote controller signals are displayed. 
 The remote controller sensitivity is low. 
 The display is low in contrast or blacked out. 
 The display runs out of control. 
  The batteries are dying and the remote controller is • 
malfunctioning. Replace all the batteries with new, size 
AAA.LR03 (alkaline). For details, refer to set the 
batteries of this manual.  Page 9

 

The outdoor fan rotates while the  
 air conditioner is not in operation.

  After operation is stopped 
  The outdoor fan continues rotating for another • 
60 seconds for system protection.
  While the air conditioner is not in operation 
  When the outdoor temperature is very high, the • 
outdoor fan starts rotating for system protection.

 

The indoor unit gives out odour.

  This happens when smells of the room, furniture, or • 
cigarettes are absorbed into the unit and discharged 
with the airfl ow.
  ( If this happens, we recommend you to have the 
indoor unit washed by a technician. Consult the 
service shop where you bought the air conditioner.)

 

If the front panel is closed while the 
air conditioner is in operation, the air 
conditioner will stop operating and 
the multi-monitor lamp will blink.

Restart the air conditioner after stopping the operation • 
of the air conditioner with the remote controller.

 

Mist comes out of the indoor unit.

  This happens when the air in the room is cooled into • 
mist by the cold  airfl ow during COOL operation.
  This is because the air in the room is cooled by the • 
heat exchanger and becomes mist during defrost 
operation.
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Troubleshooting
Call the service shop immediately 

 WARNING
When an abnormality (such as a burning smell) occurs, stop operation and turn the breaker off. 

Continued operation in an abnormal condition may result in troubles, electric shocks or fi re.• 
Consult the service shop where you bought the air conditioner.• 

Do not attempt to repair or modify the air conditioner by yourself. 
Incorrect work may result in electric shocks or fi re.• 
Consult the service shop where you bought the air conditioner.• 

If one of the following symptoms takes place, call the service shop immediately.

The power cord is abnormally hot or damaged.• 
An abnormal sound is heard during operation.• 
The safety breaker, a fuse, or the earth leakage breaker • 
cuts off the operation frequently. 
A switch or a button often fails to work properly.• 
There is a burning smell.• 
Water leaks from the indoor unit.• 

Turn the breaker off and call the service shop.

After a power failure 
The air conditioner automatically resumes operation in about 3 minutes. You should just wait for a while.• 

Lightning 
If lightning may strike the neighbouring area, stop operation and turn the breaker off for system protection.• 

Disposal requirements 
Your product and the batteries supplied with the controller are marked with this symbol. This symbol means that 
electrical and electronic products and batteries shall not be mixed with unsorted household waste.
For batteries, a chemical symbol can be printed beneath the symbol. This chemical symbol means that the 
battery contains a heavy metal above a certain concentration. Possible chemical symbols are:

Pb: lead (>0.004%) 
Do not try to dismantle the system yourself: the dismantling of the product, treatment of the refrigerant, of oil and of other parts 
must be done by a qualifi ed installer in accordance with relevant local and national legislation.
Units and waste batteries must be treated at a specialized treatment facility for re-use, recycling and recovery.
By ensuring correct disposal, you will help to prevent potential negative consequences for the environment and human health.
Please contact the installer or local authority for more information.
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 Fault diagnosis by remote controller
The remote controller can receive from the indoor unit a corresponding error code according • 
to the fault.

When 1.  is held down for 5 seconds, a 
“  ” indication blinks on the temperature 
display section.

Press 2.  repeatedly until a continuous 
beep is produced.

The code indication changes as shown below, and notifi es with a long beep.• 

NOTE
A short beep and two consecutive beeps indicate non-corresponding codes.• 

To cancel the code display, hold •  for 5 seconds. The code display also cancel itself if the button is not pressed for 1 minute.

CODE MEANING

SYSTEM
00 NORMAL
U0 REFRIGERANT SHORTAGE
U2 OVER-VOLTAGE DETECTION
U4 SIGNAL TRANSMISSION ERROR (BETWEEN INDOOR AND OUTDOOR UNIT)

INDOOR 
UNIT

A1 INDOOR UNIT PCB ABNORMALITY
A5 FREEZE-UP PROTECTION OR HEATING PEAK-CUT CONTROL
A6 FAN MOTOR (DC MOTOR) ABNORMALITY
C4 INDOOR HEAT EXCHANGER THERMISTOR ABNORMALITY
C7 FRONT PANEL OPEN /CLOSE FAULT
C9 ROOM TEMPERATURE THERMISTOR ABNORMALITY

OUTDOOR 
UNIT

EA FOUR WAY VALVE ABNORMALITY
E1 OUTDOOR UNIT PCB ABNORMALITY
E5 OL ACTIVATION (COMPRESSOR OVERLOAD)
E6 COMPRESSOR LOCK
E7 DC FAN LOCK
F3 DISCHARGE PIPE TEMPERATURE CONTROL
H0 COMPRESSOR SYSTEM SENSOR ABNORMALITY
H6 POSITION SENSOR ABNORMALITY
H8 DC VOLTAGE / CURRENT SENSOR ABNORMALITY
H9 OUTDOOR TEMPERATURE THERMISTOR ABNORMALITY
J3 DISCHARGE PIPE THERMISTOR ABNORMALITY
J6 OUTDOOR HEAT EXCHANGER THERMISTOR ABNORMALITY
L4 RADIATION FIN TEMPERATURE RISE
L5 OUTPUT OVERCURRENT DETECTION
P4 RADIATION FIN THERMISTOR ABNORMALITY
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Troubleshooting
LED ON OUTDOOR UNIT PCB 
3MXS, 4MXS, 5MXS series 

GREEN RED
MICROCOMPUTER 

NORMAL
MALFUNCTION

DETECTION
LED-A LED1 LED2 LED3 LED4 LED5 DIAGNOSIS

● ● ● ● ● NORMAL  CHECK INDOOR UNIT

● ● HIGH PRESSURE PROTECTOR WORKED OR FREEZE-UP IN 
OPERATING UNIT OR STAND-BY UNIT

● ● ● ∗  OVERLOAD RELAY WORKED OR HIGH DISCHARGE PIPE 
TEMPERATURE

● ● ● FAULTY COMPRESSOR START
● ● ● INPUT OVERCURRENT

● ● ● ∗  THERMISTOR OR CT ABNORMALITY
● ● HIGH TEMPERATURE SWITCHBOX

● ● ● ● HIGH TEMPERATURE AT INVERTER CIRCUIT HEATSINK
● ● ● ● ∗  OUTPUT OVERCURRENT
● ● ● ∗  REFRIGERANT SHORTAGE

● ● ● LOW VOLTAGE TO MAIN CIRCUIT OR MOMENTARY VOLTAGE 
LOSS

● ● ● ● REVERSING SOLENOID VALVE SWITCHING FAILURE
● FAN MOTOR FAULT

− − − − ● [NOTE 1]
● − − − − ● POWER SUPPLY FAULT OR [NOTE 2]

NOTE: The LED5 is only available in the 5M series.

GREEN NORMALLY FLASHING
RED NORMALLY OFF

ON
FLASHING

● OFF
− IRRELEVANT

LED ON OUTDOOR UNIT PCB 
2MXS series 

GREEN
MICROCOMPUTER NORMAL

LED-A DIAGNOSIS
NORMAL  CHECK INDOOR UNIT
[NOTE 1]

● POWER SUPPLY FAULT OR [NOTE 2]

GREEN NORMALLY FLASHING
ON
FLASHING

● OFF

NOTE 
Turn the power off and then on again. If the LED display recurs, the outdoor unit PCB is faulty.• 
Diagnosis marked• 
∗ Do not apply to some cases. For details, refer to the service guide.
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MEMO 
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Two-dimensional bar code is a code 
for manufacturing.

Quick Reference
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